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JLM teknik & 
Wood’s Powr-Grip®
JLM teknik er en dansk baseret virksomhed, der 

forhandler Wood’s Powr-Grip® produkter i Europa.

Vi har forhandlet Wood’s Powr-Grip® siden 2007 og 

båndene imellem os, er i årenes løb kun blevet stærkere.

Hos JLM teknik, har vi sat os det mål, at vi vil være de 

bedste på området. Vi vil være de bedste til at rådgive 

dig om køb af nyt vakuumsug og tilbehør og vi vil være de 

bedste til at servicere og reparere Wood’s Powr-Grip®.

Hos JLM teknik har vi kort leveringstid: Vi bestræber os 

på, at være lagerførende med de mest solgte vakuumsug 

og alle reservedele.

Hos JLM teknik tager vi ansvar, så skulle du imod 

forventning have problemer eller spørgsmål, så hjælper 

vi dig. Vi kan kontaktes døgnet rundt og er du i tvivl, så 

prøv os af.

Hos JLM teknik vil vi kort sagt, give dig den bedste 

service, det fortjener Wood’s Powr-Grip®.

Alle DC3 modeller er med

Det betyder blandet andet:

- Automatisk test af vakuumsystemet.

- Konstant overvågning af batteriet.

- Display med masser af oplysninger og indstillinger.

Desuden kan appen Intelli-Grip downloades, og du vil 

herefter opleve en masse nye muligheder på telefonen 

- og dette er kun begyndelsen.

Er der noget du ikke kan finde i dette katalog, er du 

meget velkommen til at kontakte os.

Alle produkterne i dette katalog er 

                 godkendte og CE-mærkede.
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P1 CHANNEL LIFTER 
WITH DC3 DUAL VACUUM SYSTEM
MODEL: P111L04DC3 

Quick attach and release times, a full 
range of load motion and a long-lasting 
battery make this lifter indispensable for 
installing glass at the job site or handling 
glass in multiple shop locations. 

WPG Bestseller!
Versatility, simplicity and reliability help 

make this our most popular lifter.

Compact Design
By combining a small footprint with outstanding capacity, this lightweight lifter can handle an extraordinary 

number of load sizes.

Intelli-Grip® Technology
WPG’s exclusive technology increases productivity and improves safety. Download the Intelli-Grip® App to monitor 

the lifter from a distance!

Erhvervsparken 2  9500 Hobro  Danmark  |  Tlf. : 0045 98576060  |  www.jlmteknik.dk

Model P111L04DC3

Maximum Load 320kg

Antal sugekopper/størrelse 4 stk. - 11” 28cm (31cm)

Last Bevægelse

Egenvægt 44 kg

P1 FIRE PÅ STRIBE
Fire på stribe har meget lav egenvægt og er 
det perfekte vakuumsug til smalle vinduer.

MODEL: P111L04DC3 To kreds vakuumsystem
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TO PÅ STRIBE
To på stribe er et godt alternativ til 
Fire på stribe.

MODEL: P111L02DC3S

Passer perfekt til opgaver hvor 
der skal løftes terrasseværn, 
ovenlysvinduer, solceller/paneler, 
små vinduer, autoværn mm.

Model P110L02DC3S

Maximum Load 135kg

Antal sugekopper/størrelse 2 stk. - 11” - 28cm (31 cm)

Last Bevægelse

Egenvægt 36 kg

As a smaller version of Powr-Grip’s popular P1 Channel Lifter, 
this mighty little vacuum lifter is ideal for handling and installing 
commercial or residential windows, skylights and solar panels. 

An on-board, DC power system enhances lifter portability.

Dual Vacuum System

Features two completely independent vacuum circuits.
Provides vacuum system redundancy.
Limits possibility of a catastrophic failure.
Reduces chance of harm to personnel or equipment.

Lifter Weight 80 lbs [36 kg]

Standard Pad Spread 24" x 11" [61 cm x 28 cm] 

Number / Size of Pads 2 / 10" [25 cm] dia. lipped vacuum pads

Design Standards
ASME B30.20 (BTH-1 Design Category "B", Service Class "0")
AS 4991-2004 
CE           
          (See www.WPG.com for more information.)

Based on product information at time of publication. Environmental conditions can affect product performance and longevity; 
consult the product instructions on WPG.com or contact a Technical Sales Representative for more information. 

To kreds vakuumsystem
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MRT411
Super Populær og meget alsidig vakuumløfter.
Mulighed for masser af ekstra udstyr.

MODEL: MRT411LDC3

Basic Configuration Linear Configuration Extended Configuration

MRT411LDC3
Standard Pad Spread

   Basic Configuration: 
   Extended Configuration: 

   Linear Configuration: 

28¼" x 32¾" [72 x 83 cm]  
48¼" x 67½" [123 x 172 cm]  
78¼" x 15¾" [199 x 40 cm] 

Number / Size of Pads 4 / 11" [28 cm] dia. lipped

Lifter Weight 125 lbs [57 kg]

Design Standards

ASME B30.20 
 (BTH-1 Design Category "B", Service Class "0") 
CE
AS 4991

(See www.WPG.com for more information.)
Environmental conditions can affect product performance and longevity; consult the product instructions on WPG.com 
or contact a Technical Sales Representative for more information. Based on product information at time of publication.

Model MRT411LDC3

Maximum Load 320kg

Antal sugekopper/størrelse 4 stk. 11” - 28cm (31cm)

Last Bevægelse

Egenvægt 57 kg

Super Populær og meget alsidig vakuumløfter.

To kreds vakuumsystem
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Model MRTA811LDC3

Maximum Load 635kg

Antal sugekopper/størrelse 8 stk. 11” - 28cm (31cm) 

Last Bevægelse

Egenvægt 91 kg

MRT811
Super Populær og meget alsidig vakuumløfter med lynkoblinger 
på alle sugekopper. Mulighed for masser af ekstra udstyr.

MODEL: MRTA811LDC3

To kreds vakuumsystem
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MRTA811LDC3 MRTA810TDC3

Standard Pad Spread
   

Minimum Width - 12-1/2" [32 cm]
Maximum Width - 58-3/4" [149 cm]

Minimum Length - 47" [119 cm]
Maximum Length - 104-3/4" [266 cm]

Minimum Width: 11-1/2" [29 cm]
Maximum Width: 58" [147 cm]
Minimum Length: 46" [117 cm]

Maximum Length: 104" [264 cm]

Number / Size of Pads 8 / 11" [28 cm] diameter, lipped pads 8 / 10" [25 cm] diameter pads with 
replaceable sealing rings

Lifter Weight 200 lbs [91 kg]

Design Standards 
ASME B30.20 (BTH-1 Design Category "B", Service Class "0")
CE
AS 4991 (See www.WPG.com for more information.)

Environmental conditions can affect product performance and longevity; consult the product instructions on WPG.com 
or contact a Technical Sales Representative for more information. Based on product information at time of publication.

Model MRTA811LDC2 shown here. 
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1-KOPS VAKUUMLØFTER
Til det helt simple løft

MODEL: FL1HV11DCS

WOOD'S POWR-GRIP® MANUAL TILTER 150

Maximum Load 
Capacity 150 lbs [70 kg]

Load Movement Manual tilt, 90° between upright and flat

Standard Operating 
Power 12 volts DC, 10 amps (Other voltages available)

Alternate Power 
Systems

AC power system (MT110LACS)
Air (venturi) power system (MT110LAIRS)
  (Specifications may not be as listed above. Please contact us 
   for more information.)

Standard Features

Low vacuum warning light
Low vacuum warning buzzer
Vacuum gauge
Vacuum line filter
Vacuum reserve tank
On-board battery and charger
Battery energy gauge

Available Options
Flat lift model (FL110LDC)
10" [25 cm] diameter concave vacuum pad (G0750) 
  (Specifications not as listed above. Please contact us for more 
   information)

Attach 2 seconds (approximately)

Release 3 seconds (approximately)

Lifter Weight 45 lbs [21 kg]

Standard Pad Spread 11" x 11-1/4" [28 cm x 29 cm]

Number / Size of Pads 1 / 10" [25 cm] dia. lipped

Design Standards
ASME B30.20 (BTH-1 Design Category "B", Service Class "0")
CE
                       (See www.WPG.com for more information.)

Based on product information at time of publication. Environmental conditions can affect product performance and 
longevity; consult the product instructions on WPG.com or contact a Technical Sales Representative for more information. 

Rev. 4.0 / 01-19     Spec. Sheet  7-5

With a single 
vacuum pad for 

quick attachment 
and release, 

this Powr-Grip®

vacuum lifter 
enables ergonomic 
handling of heavy 

loads by a 
single person.

MT110LDC
150 lbs [70 kg]

JLMteknik is a proud Distributor of 
Wood's Powr-Grip products.

Erhvervsparken 2
9500 Hobro

Danmark
Tlf. : 0045 98576060

www.jlmteknik.dk

Model FL1HV11DCS

Maximum Load 79kg. lodret - 135kg. Vandret.

Antal sugekopper/størrelse 1 stk. 11” - 28cm (31cm)

Last Bevægelse

Egenvægt 21 kg
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2-KOPS VAKUUMLØFTER
Til det helt simple løft

MODEL: MT211LDC3

2-KOPS VAKUUMLØFTER

Model MT211LDC3

Maximum Load 135kg

Antal sugekopper/størrelse 2 stk. 11” - 28cm (31cm)

Last Bevægelse

Egenvægt 25 kg

JLMteknik is a proud Distributor of 
Wood's Powr-Grip products.

Erhvervsparken 2
9500 Hobro

Danmark
Tlf. : 0045 98576060

www.jlmteknik.dk

WOOD'S POWR-GRIP® MANUAL TILTER 300

Maximum Load Capacity 300 lbs [135 kg]

Intelli-Grip®

Technology

Automatic self-testing ensures lifter is ready for use, every lift.
Color display provides critically relevant information at a glance.
Anticipates threats and alerts operator beforehand with clearly visible 
and audible warnings.
Continuously monitors battery and prevents lifter from attaching to 
loads if energy is hazardously low.
Multiple alarm levels plainly identify the severity of hazards.

Load Movement Manual tilt, 90° between upright and flat

Standard Operating 
Power 12 volts DC, 5 amps

Standard Features

Intelli-Grip® Technology
Dual vacuum system
On-board battery and charger
Battery energy gauge
Low vacuum warning light
Low vacuum/power loss warning buzzer with back-up battery
Vacuum gauge
Vacuum line filters
Vacuum reserve tanks
High-flow vacuum pump
Low vacuum strobe light
Green lift light
Blow-off for quick release
Two-action, push button release

Available Options

Flat lift model (FL210LDCS)
Air (venturi) power system (MT210LAIRS)
Alternative vacuum pads (Specifications not as listed above. 
Please contact us for more information):
   11" [28 cm] diameter pad, lipped (G3370)
   10" [25 cm] diameter concave pad (G0750)
   10" [25 cm] diameter pad with replaceable sealing ring (VPFS10T)
Alternative pad spread and capacities

Attach 4 seconds (approximately)

Release 2 seconds (approximately)

Lifter Weight 55 lbs [25 kg]

Standard Pad Spread 11" x 23½"  [28 cm x 60 cm]

Number / Size of Pads 2 / 10" [25 cm] dia. lipped

Design Standards
ASME B30.20 (BTH-1 Design Category "B", Service Class "0")
CE
AS 4991-2004           
            (See www.WPG.com for more information.)

Based on product information at time of publication. Environmental conditions can affect product performance and longevity; 
consult the product instructions on WPG.com or contact a Technical Sales Representative for more information. 

Rev. 4.0 / 01-19     Spec. Sheet  7-5

With quick attach 
and release, these 

lifters enable ergonomic 
handling of heavy loads 

by a single operator. 
Now available with

Intelli-Grip Technology®.
MT210LDC3
300 lbs [135 kg]

*EU REQUIRES A SECONDARY SAFETY DEVICE WHEN USED ON CONSTRUCTION SITES. 

To kreds vakuumsystem
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Model MTCL6625DC3

Maximum Load 270kg til 320kg.

Antal sugekopper/størrelse 4 eller 6 stk. - 15cm x 64cm 

Last Bevægelse

Egenvægt 164kg. (112kg. uden bom med sugekopper)

SANDWICHPANELLØFTER
Den perfekte løsning til væg- eller tagpaneler

MODEL: MTCL6625DC3

To kreds vakuumsystem
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Rev. 1.6 / 02-20     Spec. Sheet  7-16

Model MTCL6625DC3 shown here. 

JLMTEKNIK IS A PROUD DISTRIBUTOR OF WOOD'S POWR-GRIP® PRODUCTS
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Model MRTALP4625DC3

Maximum Load Fra 270kg. og op til 500kg.

Antal sugekopper/størrelse 4 stk. 17cm x 65cm eller 8 stk. 17cm x 65cm

Last Bevægelse

Egenvægt 114kg uden forlænger arme.

SANDWICHPANEL LØFTER TIL 
VÆG- OG TAGPANELER.
Kan udvides til meget lange tagpaneler.

MODEL: MRTALP4625DC3

To kreds vakuumsystem Velegnet til tagpaneler op til 10,5m

Velegnet til tagpaneler op til 17m med forlænger arme nr. 97464

Velegnet til paneler op til 18,5m er med forlænger arme nr. 97463+97464 og ekstra T-Arme. nr.

KONFIGURATIONS-MULIGHEDER OG KAPACITET
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MRTALP4625DC3
Available Options Pad frame T-arm assemblies (97465) 

Pad extension arms (MRTALP811LDC3 or MRTALP810TDC3)

Standard Pad Spread 
Maximum: 37" x 92-1/2" [94 cm x 235 cm]     
Minimum: 20" x 92-1/2" [51 cm x 235 cm]

Lifter Weight 250 lbs [114 kg]

Number / Size of Pads 4 / 6-1/2" x 25-1/2"  [17 cm x 65 cm] foam rubber vacuum pads

OPTIONAL PAD FRAME CONFIGURATIONS & CAPACITIES WITH VPFS625 PADS
Accommodates panels over 35 ft [10.5 m] in the standard configuration (maximum size shown - narrower configurations possible)

Accommodates panels over 55 ft [17 m] with option 97464 (maximum size shown - smaller configurations possible)

Accommodates panels over 60 ft [18.5 m] with the following options: 97463, 97464  and 97465 
(note: must have second set of T-Arms in this configuration).

* FOR LIFTING LOADS IN FLAT ORIENTATION ONLY. 

Velegnet til tagpaneler op til 10,5m

Velegnet til tagpaneler op til 17m med forlænger arme nr. 97464

Velegnet til paneler op til 18,5m er med forlænger arme nr. 97463+97464 og ekstra T-Arme. nr.

* Kun for løft horrizontalt.

KONFIGURATIONS-MULIGHEDER OG KAPACITET
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Model P2110445DC3                                              P211047DC3

Maximum Load 635kg

Antal sugekopper/størrelse 8 stk. 11” - 28cm (31cm)

Last Bevægelse

Egenvægt 88 kg                                                               93 kg

P2 2 * FIRE PÅ STRIBE
Bom mellem vakuumsug fåes med 2 forskellige bredder

MODEL: P2110445DC3 / P211047DC3

To kreds vakuumsystem
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COMPONENTS:
Pad Channels

Each channel features an independent,vacuum generating system, including vacuum pump, vacuum controls and 
standard features as listed on page 1.

PC1104DC3S: (for flat materials) 4 / 11” [28 cm] dia. lipped pads (94137, 94137CE, 94137JP)
PC10C04DC3S: (for curved materials) 4 / 10” [25 cm] dia. concave pads (special order)

Lift Frames
PCFT1A1: For one Pad Channel (94154)
PCFT2SA45: For two Pad Channels, approx. 4½’ [1.38 m] pad spread (94165)
PCFT2SA7: For two Pad Channels, approx. 7’ [2.14 m] pad spread (94170)

Interchangeable Arms
(Pad spread can be changed if optional arms are purchased)
FA245: Optional arms convert PCFT2SA7 Lift Frame to PCFT2SA45 Lift Frame (57222AM)
FA27: Optional arms convert PCFT2SA45 Lift Frame to PCFT2SA7 Lift Frame (57223AM)

Channel Lifters are comprised of one or more Pad Channels and interchangeable Lift Frames for manually rotating 
and tilting materials. They may be ordered as complete units or as individual components to expand existing 
Channel Lifter systems. Lift Frames are available in single-channel or double-channel styles. Pad Channels can 
be switched from one frame to another in minutes.  

P2 (4.5) P2 (7)

Number / Size of Pads 8 / 11" [28 cm] dia. lipped  

Standard Pad Spread P2110445DC3: 51” x 54¼” [130 x 138 cm]
P211047DC3: 51” x 84¼” [130 x 214 cm]

Lifter Weight P2110445DC3: 195 lbs [88 kg]
P211047DC3: 205 lbs [93 kg]

Design Standards

ASME B30.20 (BTH-1 Design Category "B", Service Class "0")
CE
AS 4991

                       (See www.WPG.com for more information.)

Based on product information at time of publication. Environmental conditions can affect product performance and longevity; 
consult the product instructions on WPG.com or contact a Technical Sales Representative for more information. 
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Model CB2DCS

Maximum Load

P11104DC3: 320 kg

P2110445DC3: 635kg

MRTALP811LDC3: 500 kg

Last Bevægelse

Egenvægt 472 kg

WOOD´S POWR-GRIP® CUSTOM DC-POWERED 
COUNTERBALANCE LIFTER
Med trådløs radiostyring af balance.
Kassen på balance skal fyldes med vægt eks. sandsække eller beton sten

MODEL: CB2DCS



 25

A L W A Y S  I N  M O V E M E N T

VACUUM LIFTERS

Standard Pad Spread

P11004DC: 49" x 10" [125 x 25 cm]
P11104DC3: 51" x 12" [130 x 30 cm]
P2110445DC3: 51” x 54¼” [130 x 138 cm]
P211047DC3: 51” x 84¼” [130 x 214 cm]
MRTALP811LDC3: 52¾" x 92½" [134 x 235 cm]
MRTALPCH611LDC: 79¼" x 12" [201 x 31 cm]

Maximum Load Capacity 

P11004DC: 600 lbs [270 kg] 
P11104DC3: 700 lbs [320 kg]
P2110445DC3: 1400 lbs [635 kg]
P211047DC3: 1400 lbs [635 kg]
MRTALP811LDC3: 1100 lbs [500 kg]
MRTALPCH611LDC: 1100 lbs [500 kg]

Specification Sheets

P11004DC: 4-1
P11104DC3: 4-6
P2110445DC3: 4-2
P211047DC3: 4-2
MRTALP811LDC3: 8-10
MRTALPCH611LDC: 8-9

The Counterbalance Lifter comes with radio remote controls, to adjust the counterweight 
position during multi-story window installations, as well as on-board controls for use 
on the ground or in a man lift. A specialized fixed mount enables the CB2DCS to be 
used in conjunction with Powr-Grip's P1-DC, P2-DC and MRTALP Series vacuum lifters, 
while a universal hook mount accommodates all other kinds of vacuum lifters and end 
effectors. Powr-Grip's Channel Lifters can also be inverted on the Counterbalance Lifter 
for reverse-angle installations, such as those in airport control towers. In short, the 
CB2DCS Counterbalance Lifter represents a dramatic improvement in safety, versatility 
and functionality over other available designs.
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Model MRTALP811LDC3

Maximum Load 500kg

Antal sugekopper/størrelse 8 stk. 11” - 28cm (31cm) 

Last Bevægelse

Egenvægt 100 kg

VAKUUMLØFTER
Meget flexibel vakuumløfter med endnu flere indstillings-
muligheder af sugekop-placeringer i forhold til MRT811. 
Passer sammen med CB2

MODEL: MRTALP811LDC3

To kreds vakuumsystem

RAMME KONFIGURATION OG KAPACITET
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Rev. 3.9 / 12-19     Spec. Sheet  8-10

FRAME CONFIGURATIONS AND CAPACITIES

JLMTEKNIK IS A PROUD DISTRIBUTOR OF WOOD'S POWR-GRIP® PRODUCTS

LOW-PROFILE MANUAL 
ROTATOR/TILTERS 1100 
WITH DC3 DUAL VACUUM SYSTEM
MODELS: 
MRTALP811LDC3 For smooth/flat material (Glass)

MRTALP810TDC3 For textured/irregular material (IMPs)

These lifters pair powerful performance 
with a compact design. T-Arm and 
extension options allow handling of 
insulated metal panels, too! 

Low-Profile Design
Specially designed to allow the lifter to install in tight, narrow spaces.

Quadra-Tilt System
Eases load-position changes from upright to flat, as well as protecting against unexpected motions when the tilt 
latch is released.

Intelli-Grip® Technology
Looking for better productivity and increased safety? 
Count on reliable monitoring of power and vacuum systems with Intelli-Grip® — available exclusively from WPG!

Model MRTALP811LDC3 shown

Erhvervsparken 2  9500 Hobro  Danmark  |  Tlf. : 0045 98576060  |  www.jlmteknik.dk
RAMME KONFIGURATION OG KAPACITET
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TRANSPORTKASSER P1
Z53005 Plastkasse udført i ABS materiale.

TRANSPORTKASSER MRT
MODEL: MRT411 / MRT811
Z53006 / Z53007 Plastkasse udført i ABS materiale.

ADAPTOR TIL SPROSSER
Z93101 Anvendes hvis der er en dyb karm eller dybdeforskel
i glasset eks. terrassepari.

OPBEVARINGSHYLSTER 
TIL MANUAL
Z29363AM Så er manualen altid
ved maskinen, tørt og sikkert.
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TRÅDLØS 
RADIOSTYRING
Z59906 passer til IntelliGrip. Forhør om andre modeller.

ADAPTOR TIL 
GAFFELTRUCK
Z95722 Passer til MRT411

ADAPTABLE LENGTH 
LIFT BAR
Z95723 Passer til MRT411

T-ARME
Z97465 Passer til MRTALP

OPBEVARINGSHYLSTER 
TIL MANUAL
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EKSTRA UDSTYR
Beskyttelseshætter

Z20032 Tang til demontage af 1/4 slange

Z93012 Haner til montering på MRT411

Z49672FT-KIT 4 stk. Panelkopper komplet m/Sort liste

Z93018 + Z93022 Lynkoblingssæt

Z20050 Spade for montering af sugelæbe

Z49672RT-KIT 4 stk. Panelkopper komplet m/Rød liste

Vare nr. Z29353-8 8” Vare nr. Z29353-11 11” Vare nr. 29353 11”

Z29353-Panel 140x500
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HÅNDSUGEKOPPER 8” OG 9”
Den originale Wood’s Powr-Grip®

Varenummer Beskrivelse

N4000 Håndsugekop 8” m/ABS 57kg. + plastbox

N4000WBP Håndsugekop 8” m/ABS og akustisk alarm 57kg. + Plastbox

N4950 Håndsugekop 8” m/metal 57kg. + Plastbox

N4950WBP Håndsugekop 8” m/metal og akustisk alarm 57kg. + Plastbox

N5000 Håndsugekop 9” m/ABS 68kg. + Plastbox

N5000WBP Håndsugekop 9” m/ABS og akustisk alarm 68kg. + Plastbox

N5300 Håndsugekop 9” m/Metal 68kg. + Plastbox.
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HÅNDSUGEKOPPER 6” OG 10”
Den originale Wood’s Powr-Grip®

Varenummer Beskrivelse

N6450 Håndsugekop 10” Concave /Metal 69kg. + Plastbox

Z91270CE Håndsugekop 30*60 18kg.

Z91310CE Håndsugekop 6” 32kg.

Z91330CE Håndsugekop 6” 32kg.

ZLJ6VH Håndsugekop 6” 32kg. Vertikal.
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LØSE SUGEKOPPER

Varenummer Beskrivelse

Z49414T Sugekop 6” Low marking.

Z49426T Sugekop 6”

Z58383 Sugekop Panel aflang 150*640mm

Z49486T Sugekop 8”.

Z49487T Sugekop 8” Low marking

Z49506TA Sugekop 9”

Z49520TA Sugekop 9” Dyb model
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Varenummer Beskrivelse

Z49586TA Sugekop 10” concave

Z49605T Sugekop 10”Dyb model

Z49614T Sugekop 10” m/mosgummi

Z49646T Sugekop 11”

Z49672FT Panelsugekop 10” m/sort læbe

Z49672RT Panelsugekop 10” m/rød læbe
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RESERVEDELE

Varenummer Beskrivelse MT1 MT2 P1 MRT411 MRTA

64230
Hinged Roller_Lever Switch

Old model
X X X X X

10900 Shoulder Bolt Socket head 5/16 *½ X X X X

13532 Push-Button Cotterless Hitch Pin ½” X X

15630 Screen Filter vacuum pad Large X

15632 Screen Filter Vacuum pad small X

15792 Latch Handle Oval X

15910 Vacuum Gauge 2” 1/8 NPT X X X X X

15920 Vacuum Gauge 2” (5cm) 1/8 NPT X X X

16102AM Element for 1 oz Bowl air-line filter X

16056 Quick Connect Plug 1/8 F-NPS X

16057 Quick Connect Plug 1/8 F-NPS X

16132 Element for 4,4 oz Bowl air-line filter X

16133
Element Kit T-Type Air-Line Filter

Old model
X X X X X

16134 Element for 1 oz Bowl air-line filter X X X X

53122 Pad Fitting Elbow High Flow X X X X

59028 Movable Pad Mount 2½” Frame X X

64457B1 Module B Circuit Board Intelli-Grip X X X
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64590 Battery Gauge 12V DC X X X X X

1999-Tools Battery 12V DC Ah X X X X X

64713AM
Battery Charger 220-240V AC input 

12C DC
X X X X X

64752 Warning Buzzer X X X

64834
Power Indicator Light Green LED

Old model
X X X

65010 Pad Spring Lage Vacuum Pad X X

65014 Pad Spring X

65211 Check Valve 1/8 NPT X X X X X

65301 Handle Grip Foam X X

65437 Vacuum Hose 1/4 (6,3mm)Green X X X

65438 Vacuum Hose 1/4 (6,3mm) White X

65439AM Vacuum Hose 3/32 (2,4mm) Red X X

65439BM Vacuum Hose 3/32 (2,4mm) Green X

65440 Vacuum hose 1/4 (6,3mm)Red X X X X

65441 Vacuum Hose 1/4 (6,3mm) Red X X

65442AM Vacuum Hose 1/4 (6,3mm) Green X X

65442CA Vacuum Hose 0,16” (4mm) Red X X X



38 

Varenummer Beskrivelse MT1 MT2 P1 MRT411 MRTA

66130
Vacuum Pump 28 liters/min. 12V DC

Old model
X X X X

66195 Repair Kit Vacuum Pump X

93220 Vacuum Pump 28 liters/min. 12V DC X X X

49724RT Sealing Ring FS10T Red X

49724TT Sealing Ring FS10T Black X

59900BA Battery Holder 9V DC X

59900GA Green Lift Light Intelli-Grip X X

59900SA Strobe Light - Amber LED X X X

59900TA Vacuum Sensor with Connector X X X

59901AM Control Unit Intelli-Grip X X

59901CM Control Unit Intelli-Grip X

59908AM Valve Manifold DC3 X X X

66197AM Diaphhragm Kit  Vacuum Pump X X X X X

94154 Lift bar X
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